
The MA series outdoor display is the most commonly used 

outdoor display product, and the most used display in New 

York Times Square is also such display.

Key FeaturesMA4

Physical Density: 62,500 Pixel/㎡

Pixel Pitch: 4mm

Module Size (WxHxD): 320x160x15 mm

Module Resolution (W×H): 80 x 40

Cabinet Size (WxHxD): 960x960x140 mm

Cabinet  Resolution (W×H): 240 x 240

Dustproof And Waterproof

Special multiple protective cover design, 

dustproof and waterproof; 

Multi-channel Heat Dissipation

Multi-channel heat dissipation design, reduce 

power consumption and extend service life;

Quick Installation

Multi-function module lock, 20s quick installation;

High-precision Processing

CNC high-precision processing, high flatness, no 

seams, UV resistance, no deformation;

Automatically Store Data

Automatically store correction data, no need to 

recalibrate when changing modules; 

Risk Warning

Automatic detection module operation status, 

positioning failure, risk warning; 

Star-shaped Connection

Star-shaped connection inside the chassis to 

improve data transmission efficiency; 

Wide Viewing Angle

Wide viewing Angle, high brightness, high 

contrast. 

Outdoor Fixed LED Display

Outdoor Fixed LED Display

P4



Pixel Pitch

Module Size (WxHxD)

Physical Density

Module Resolution (W×H)

Module Weight

Module Port

Driving Method

LED Encapsulation

Module Working Voltage

Module Maximum Power Consumption

Technical Parameters

4mm

320mmx160mmx15mm

62,500 Pixel/㎡

80x40

0.38 Kg

HUB75

Constant Current 1/10scan

Commercial Grade 3-in-1  SMD1921 (Black) 

5 VDC

16W

Parameters Values Specifications (Module)

Physical Parameter

Optical Parameter

Electrical Parameter

Technical Parameters Parameters Values Specifications (Cabinet)

Viewing Angle (Horizontal/Vertical)

Module Of Cabinet (W×H)

Cabinet  Resolution (W×H)

Option Distance

Frame Rate

Refresh Rate

Brightness 

Contrast Ratio

Colour Temperature

Brightness Uniformity

Color Uniformity

Light Pixel Centerline Spacing Difference

Singel Pix Brightness Corretion

Gray Scale/color

LED Lifetime: Typical

Cabinet Weight

Cabinet Flatness

Cabinet Size (WxHxD)

Maximum Power

Avg Power Consumption 

Display Working Voltage

Working Environment Temperature

Working Environment Humidity(RH)

160°/140°

3x6

240x240

4-40m

60Hz

1920Hz Adjustable

5000  cd/㎡ Adjustable

5000:1

3200K-9300K

>97%

>97%

<3%

Support

≥16.7M color

100,000 hrs

17.4Kg

≤0.1mm

960mmx960mmx140mm

288 W

100-240VAC  50/60Hz

-20~60℃

10%～70%

Display Parameters 

Physical Parameter

Electrical Parameter

Environment Parameter

Specifications
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Beijing Huahang Shengde Technology Co.,Ltd.

Tel: +86 10 82749250   |   Fax: +86 10 82749250 
Email: info@brwall.com   |   Website: www.brwall.com Video Wall Solution Provider
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